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Inflatable Tents
 Can be set up quickly by 1-3 persons

AZM 8-4 SR

Width: 8.30 m

Length: 12.50 m

Eaves height: 3.16 m

Ridge height: 4.15 m

 PVC-coated polyester fabrics

 High tear resistance & tensile 

strength

ARZ 5 ARZ 10 ARZ 204 ARZ 20 ARZ 30 ARZ 40 ARZ 50 ARZ 60

Width: 3.40 m 3.20 m 4.00 m 5.50 m 5.50 m 5.50 m 5.50 m 5.50 m

Length: 1.75 m 3.40 m 5.00 m 3.90 m 5.70 m 7.55 m 9.40 m 11.20 m

Eaves height: 2.30 m 2.20 m 2.00 m 2.00 m 2.00 m 2.00 m 2.00 m 2.00 m

Ridge height: 2.76 m 2.80 m 2.80 m 2.95 m 2.95 m 2.95 m 2.95 m 2.95 m

Quick and easy assembly and 

disassembly
 Modular design

 All tents interconnectable

 Multifunctional

 Flame/UV resistant material

Low Pressure

AZF 29 AZF 42 AZF 56 AZF 6-33 AZF 6-48 AZF 6-63 AZF CT 33

Width: 5.60 m 5.60 m 5.60 m 6.30 m 6.30 m 6.30 m 6.00 m

Length: 5.15 m 7.55 m 9.95 m 5.15 m 7.55 m 9.95 m 6.00 m

Eaves height: 2.20 m 2.20 m 2.20 m 2.40 m 2.40 m 2.40 m 2.15 m

Ridge height: 2.80 m 2.80 m 2.80 m 3.15 m 3.15 m 3.15 m 3.40 m

 Efficient deployment and use - 

any type of terrain or environment

 Ideal solution for all emergency 

situations
 Durable and robust; PVC-coated 

fabric, flame and UV resistant



 For mid and long-term deployments
Half-barrel Tents

Aluminum Frame Tents

THETA 504 THETA 506 THETA 508 THETA 606 THETA 608 THETA 610

Width: 5.00 m 5.00 m 5.00 m 6.00 m 6.00 m 6.00 m

Length: 4.00 m 6.00 m 8.00 m 6.00 m 8.00 m 10.00 m

Central height: 2.70 m 2.70 m 2.70 m 3.00 m 3.00 m 3.00 m

 High stability and reliability

 Low to no maintenance required

 Easy deployment and simple 

logistics

 Compact packaging, highly 

transportable

Inflatable High Pressure Tents

RAPID 504 RAPID 506 RAPID 508 RAPID 606 RAPID 608 RAPID 610

Width: 5.00 m 5.00 m 5.00 m 6.00 m 6.00 m 6.00 m

Length: 4.00 m 6.00 m 8.00 m 6.00 m 8.00 m 10.00 m

Central height: 2.70 m 2.60 m 2.60 m 3.00 m 3.00 m 3.00 m

 Designed for extreme climates

 High quality fabrics 

 Compact packaging and easy to 

transport

 Delivered in transport cover with 

handles for easy logistics

AMPLIFIER 13 AMPLIFIER 25 AMPLIFIER 37

Width: 5.20 m 5.20 m 5.20 m

Length: 2.55 m 4.85 m 7.10 m

Central height: 2.55 m 2.55 m 2.55 m

 PVC-coated polyester

 Designed for extreme climates

 Installs in few minutes 

Inflatable Low Pressure  Tents



Aluminum Frame Tents
 Modular

INNOVA 21 INNOVA 42                         INNOVA 63

Width: 6.35 m 6.35 m                                        6.35 m

Length: 3.50 m 7.00 m                                        10.50 m

Eaves height: 1.85 m 1.85 m                                   1.85 m

Ridge height: 3.06 m 3.06 m 3.06 m

 Slide-in and -out aluminum structure 

with profiles for multiple layers 

 Extremely stable, versatile, reliable 

and robust structure

 Long-term deployments

 High-end solution for professional 

organizations and agencies

 Multiple uses and simple logistics

 Connectible 4-ways

 Robust

Exoskeleton Tents
 Rapid deployment: 2-5 persons can 

set it up in less than 10 minutes

 Minimum ground preparation 

necessary

 Adapts well to any terrain 

 Can be connected to larger units by 

means of adapters

 Can withstand high winds (130 km/h) 

and snow loads (50 kg/m2)

RDT 18 RDT 36 RDT 54 RDT S18 RDT S36 RDT S54 RDT S70 RDT 
S620-3

RDT
S620-6

RDT
S620-9

RDTS 
620-12

Width: 5.80 m 5.80 m 5.80 m 5.80 m 5.80 m 5.80 m 5.80 m 6.20 m 6.20 m 6.20 m 6.20 m

Length: 3.00 m 6.00 m 9.00 m 2.90 m 5.80 m 8.70 m 11.60 m 3.00 m 6.00 m 9.00 m 12.00 m

Tent eaves 
height: 2.15 m 2.15 m 2.15 m 2.20 m 2.20 m 2.20 m 2.20 m 2.38 m 2.38 m 2.38 m 2.38 m

Tent max. 
height: 2.75 m 2.75 m 2.75 m 3.15 m 3.15 m 3.15 m 3.15 m 3.15 m 3.15 m 3.15 m 3.15 m

 Rapid deployment

 PVC coated fabric, flame retardant 

and UV resistant

INX 29 INX 42 INX 56

Width: 5.8 m 5.8 m                                        5.8 m

Length: 5.15 m 7.55 m                                        9.95 m

Eaves height: 2.2 m 2.2 m                                   2.2 m

Ridge height: 3.05 m 3.05 m 3.05 m

Inflatable exoskeleton tent

Innova Tents



ALPHA 24 ALPHA 48
ALPHA 96
NORTENT

Width: 6.00 m 6.00 m 6.00 m

Length: 4.00 m 8.00 m 16.00 m

Eaves height: 1,80 m 1.80 m 1,80 m

Ridge height: 3.00 m 3.00 m 3.00 m

 Solid framework and high-quality fabrics

 Simple deployment with a minimum of 

manpower

 Natural ventilation and prepared for A/C 

and heating use

 Integrated PVC- flooring 

 Multiple areas of use

 Wide range of accessories available

Alpha Tents

SG Multi Purpose Tents

SG 201 SG 301 SG 401 SG 501

Width: 4.90 m 4.90 m 4.90 m 4.90 m

Length: 4.00 m 6.00 m 8.00 m 10.00 m

Eaves height: 1.94 m 1.94 m 1.94 m 1.94 m

Ridge height: 2.70 m 2.70 m 2.70 m 2.70 m

    Interconnectable  Versatile

SG Medical and
Accommodation Tents

SG 12 SG 18 SG 20 SG 30 SG 40 SG 50 SG 200 SG 300 SG 400 SG 500

Width: 4.08 m 4.08 m 4.74 m 5.64 m 5.64 m 5.64 m 5.90 m 5.90 m 5.90 m 5.90 m

Length: 3.34 m 4.34 m 5.00 m 6.00 m 8.00 m 10.00 m 4.00 m 6.00 m 8.00 m 10.00 m

Eaves height: 1.61 m 1.61 m 1.73 m 1.73 m 1.73 m 1.73 m 1.94 m 1.94 m 1.94 m 1.94 m

Ridge height: 2.25 m 2.25 m 2.50 m 2.70 m 2.70 m 2.70 m 2.85 m 2.85 m 2.85 m 2.85 m

 The frame system consists of anodized 

aluminum tubes, diameter 40 mm

 The connectors and base plates are 

made of an aluminum alloy

 Made of LANCO heavy-duty fabric

 Fabric permeable to the air, rot-resistant

 Extremely tearproof

 Highly protective against UV-rays

 For Fire Service, EMS, Civil Protection & Defence



Aluminum Frame Tents

Double Fly Tents

200 DV 300 DV 404 DV 405 DV 505 DV

Width: 4.90 m 5.90 m 4.55 m 4.55 m 5.43 m

Length: 7.00 m 8.00 m 6.00 m 7.00 m 7.00 m

Eave Height: 1.94 m 1.94 m 1.35 m 1.35 m 1.35 m

Ridge Height: 2.70 m 2.85 m 2.15 m 2.15 m 2.36 m

Accommodation Tents

404 G 405 G 505 G 506 G

Width: 4.40 m 4.40 m 5.28 m 5.28 m

Length: 4.00 m 5.00 m 5.00 m 6.00 m

Eave Height: 1.15 m 1.15 m 1.15 m 1.15 m

Ridge Height: 1.95 m 1.95 m 2.16 m 2.16 m

 Robust – 40 mm Frame System

PG 33 PG 44 PG 55

Width: 3.00 m 4.00 m 5.00 m

Length: 3.00 m 4.00 m 5.00 m

Eave Height: 2.50 m 2.50 m 2.50 m

Peak Height: 5.10 m 5.45 m 5.70 m

Pagoda StructuresKitchen and Work Tents

TYP 200 TYP 300 TYP 400 TYP 500

Width: 4.74 m 5.90 m 5.90 m 5.90 m

Length: 4.00 m 6.00 m 8.00 m 10.00 m

Eave Height: 1.73 m 1.94 m 1.94 m 1.94 m

Ridge Height: 2.50 m 2.85 m 2.85 m 2.85 m

Tents for Civil Protection

SG
19FR

SG
29FR

SG
39FR

SG
45FR

SG
200FR

SG
300FR

SG
400FR

SG
500FR

Width: 5.10 m 5.10 m 5.10 m 6.00 m 5.90 m 5.90 m 5.90 m 5.90 m

Length: 3.94 m 5.89 m 7.84 m 7.54 m 4.00 m 6.00 m 8.00 m 10.00 m

Eave Height: 1.90 m 1.90 m 1.90 m 1.88 m 1.94 m 1.94 m 1.94 m 1.94 m

Ridge Height: 2.68 m 2.68 m 2.68 m 2.83 m 2.85 m 2.85 m 2.85 m 2.85 m



Folding Rescue Tents

FRZ 33 FRZ 43 FRZ 63 FRZ 44 FRZ 64 FRZ 84

Width: 3.00 m 3.00 m 3.00 m 4.00 m 4.00 m 4.00 m

Length: 3.00 m 4.50 m 6.00 m 4.00 m 6.00 m 8.00 m

Eave Height: 2.40 m 2.40 m 2.40 m 2.40 m 2.40 m 2.40 m

Ridge Height: 3.37 m 3.37 m 3.37 m 3.85 m 3.85 m 3.85 m

 Versatile For Youth Groups, Scouts, Camps, Fire Service, Relief Agencies and Defence

Gazebos

FZ Pro 
33

FZ Pro 
43

FZ Pro 
63

FZ Pro 
44

FZ Pro 
64

FZ Pro 
84

FZ Pro 
31

FZ Pro 
22

FZ Pro 
42

Width: 3.00 m 3.00 m 3.00 m 4.00 m 4.00 m 4.00 m 3.00 m 2.00 m 2.00 m

Lenght: 3.00 m 4.50 m 6.00 m 4.00 m 6.00 m 8.00 m 1.50 m 2.00 m 4.00 m

Eave Height: 2.30 m 2.30 m 2.30 m 2.40 m 2.40 m 2.40 m 2.30 m 2.40 m 2.40 m

Ridge Height: 3.27 m 3.27 m 3.27 m 3.85 m 3.85 m 3.85 m 2.96 m 3.09 m 3.09 m

Party Tents

PZ 300 PZ 400 PZ 500 PZ 3000 PZ 4000 PZ 5000

Width: 5.90 m 5.90 m 5.90 m 4.60 m 4.60 m 4.60 m

Length: 6.00 m 8.00 m 10.00 m 6.00 m 8.00 m 10.00 m

Eave Height: 1.94 m 1.94 m 1.94 m 2.04 m 2.04 m 2.04 m

Ridge Height: 2.85 m 2.85 m 2.85 m 3.05 m 3.05 m 3.05 m

Tent Halls

ZH 4 ZH 6 ZH 8 ZH 10

Size: 4.00 x 
6.00 m

6.00 x 
6.00 m

8.00 x 
6.00 m

10.00 x 
6.00 m

Span: 4.00 m 6.00 m 8.00 m 10.00 m

Bay distance: 3.00 m 3.00 m 3.00 m 3.00 m

Eave Height: 2.30 m 2.30 m 2.30 m 2.30 m

Ridge Height: 3.01 m 3.38 m 3.74 m 4.10 m



LANCO - Dr. Lange GmbH & Co. KG

Sure Wisch 6
30625 Hannover, Germany

Tel:  +49 (0) 511 367 155 -0
Fax: +49 (0) 511 367 155 -140 
Email: info@lanco-tents.com

www.lanco-tents.com
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